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Services
	Nr.
	Work Operation
	Unit
	Price €

without VAT
	Price €

with VAT

	Works of Preparing the Base

	1
	Fixing floor beams
	m2
	6,70
	8,11

	2
	Fixing OSB panels
	m2
	4,31
	5,21

	3
	Sanding OSB panels
	m2
	0,96
	1,16

	4
	Preparing the base for gluing (cleaning)
	m2
	1,44
	1,74

	5
	Priming the base (1 time)
	m2
	0,96
	1,16

	6
	Levelling the base using levelling compound Bona H650
	m2
	4,67
	5,65

	7
	Gluing DamTec Standart
	m2
	1,44
	1,74

	Works on Laying and Renovating Wooden Floor 

	8
	Laying laminated floors
	m2
	3,35
	4,05

	9
	Laying lacquered three-layer parquet boards according to the “floating” method
	m2
	5,26
	6,37

	10
	Gluing lacquered three-layer parquet boards and solid boards to the base
	m2
	7,18
	8,69

	11
	Laying solid block parquet (lines)
	m2
	6,22
	7,53

	12
	Laying solid block parquet (herringbone)
	m2
	7,18
	8,69

	13
	Laying solid block parquet (squares, twist)
	m2
	9,10
	11,01

	14
	Sanding-polishing solid block parquet (A degree of complexity)
	m2
	2,88
	3,48

	15
	Sanding-polishing solid block parquet (B degree of complexity)
	m2
	3,83
	4,63

	16
	Sanding-polishing lacquered wooden floors
	m2
	4,79
	5,79

	17
	Polishing oiled wooden floors
	m2
	4,31
	5,21

	18
	Puttying wooden floor
	m2
	1,92
	2,32

	19
	Staining wooden floor
	m2
	2,40
	2,90

	20
	Priming wooden floor (1 layer)
	m2
	0,72
	0,87

	21
	Lacquering wooden floor (with intermediary polishing, 1 layer)
	m2
	1,44
	1,74

	22
	Oiling wooden floor
	m2
	1,92
	2,32

	23
	Waxing oiled wooden floors
	m2
	1,44
	1,74

	24
	Cleaning oiled wooden floors (without polishing)
	m2
	1,44
	1,74

	25
	Cleaning and impregnating waxed wooden floors
	m2
	1,92
	2,32

	26
	Ageing wooden floor
	m2
	3,83
	4,63

	Skirting Assembly Works

	27
	Installing skirting (A degree of complexity)
	m
	1,68
	2,03

	28
	Installing skirting (B degree of complexity)
	m
	2,16
	2,61

	29
	Cutting skirting corners and edges
	unit
	0,96
	1,16

	30
	Lacquering skirting (2 times)
	m
	0,43
	0,52

	31
	Installing plastic skirtings with plastic corners
	m
	0,96
	1,16

	Other Works

	32
	Covering wooden floor with Bona Care
	m2
	1,44
	1,74

	33
	Filling the joint with Bona Gap Master
	m
	1,92
	2,32

	34
	Installing thresholds
	unit
	4,31
	5,21

	35
	Additional works
	hour
	14,36
	17,38

	36
	Extra payment for works (where the area of the object does not exceed 15 m2)
	-
	215,42
	260,66

	37
	Extra payment for works (where the area of the object is 15 m2 to 30 m2)
	-
	143,61
	173,77

	38
	Delivery of goods in Lithuania (if the sum of order is less than 87 € VAT inclusive)
	-
	8,38
	10,14

	39
	Goods delivery in Lithuania (if the sum of order is 

87 € or bigger VAT inclusive)
	-
	-
	Free of charge


Description of Services

Prices given above are only those of installation works. Unless otherwise indicated in the description of a service, materials used for installation shall not be included into the price. Works shall be performed using Bona materials and polishing machines. 
Works of Preparing the Base

1. Fixing floor beams.

· Fixing floor beams with the help of wood screws to the base. Thickness and width of floor beams must be at least 5 cm;
2. Fixing OSB panels.

· Cutting OSB panels in pieces (of 1 or 1.5 m2), polishing of the glue side and fixing the panel with glue and/or screws. Screw output: ~10 screws / m2.
3. Sanding OSB panels.

· Polishing of the OSB panel side on which wooden floor will be laid.
4. Preparing the base for gluing (cleaning).

· Vacuum-cleaning the base, removal of dirt and excessive plaster, levelling minor bumps at edges of the room, at radiators, etc. The base must not be contaminated with deeply absorbed chemical substances (paints, oils, etc.). In the event of an even, clean and vacuum-cleaned base without excessive plaster, no cleaning is needed.
5. Priming the base (1 time).

· Priming concrete before gluing OSB panels, DamTec Standart, wooden floor. Where Bona R770 is used for gluing, priming may not be required.
6. Levelling the base using levelling compound Bona H650.
· Bigger than 10 m2 levelling of the base. If the area is smaller, the price is determined by agreement.
7. Gluing DamTec Standart.

· Cutting and gluing DamTec Standart to the base.

Works on Laying and Renovating Wooden Floor 

8. Laying laminated floors.

· Vacuuming of substrate.
· Laying underlay: a) Laying polyethylene film on the base and gluing joints with sticky tape. Cutting underlay and laying on the film. b) Or cutting underlay with already integrated damp-proof film and laying it on a substrate, and gluing joints with sticky tape. 
· Laying laminate floors on an even and clean surface as well as cutting along the room walls if they are straight. Prices of works on installing laminate floors on window sills, cutting around round columns, convectors and floor tiles laid in the round shape and other similar works shall be subject to separate coordination in every specific case as additional works.
9. Laying lacquered three-layer parquet boards according to the “floating” method.

· Vacuuming of substrate.
· Laying underlay: a) Laying polyethylene film on the base and gluing joints with sticky tape. Cutting underlay and laying on the film. b) Or cutting underlay with already integrated damp-proof film and laying it on a substrate, and gluing joints with sticky tape. 

· Laying parquet boards on an even and clean surface as well as cutting along the room walls if they are straight. Prices of works on installing parquet boards on window sills, cutting around round columns, convectors and floor tiles laid in the round shape and other similar works shall be subject to separate coordination in every specific case as additional works.
10. Gluing lacquered three-layer parquet boards and solid boards to the base.

· Laying parquet boards or boards on an even and clean surface as well as cutting along the room walls if they are straight. Prices of works on installing parquet boards or boards on window sills, cutting around round columns, convectors and floor tiles laid in the round shape and other similar works shall be subject to separate coordination in every specific case as additional works.
11 – 13. Laying solid block parquet.

· Laying parquet on an even and clean surface as well as cutting along the room walls if they are straight. Prices of works on installing parquet on window sills, cutting around round columns, convectors and floor tiles laid in the round shape and other similar works shall be subject to separate coordination in every specific case as additional works.
14. Sanding-polishing solid block parquet (A degree of complexity).

· Performed where parquet is laid in rows and lacquered with matt or semi-matt lacquer.

15. Sanding-polishing solid block parquet (B degree of complexity).

· Performed where parquet is laid in the herringbone, squares and twist pattern and/or glossy lacquer, staining agent or oil is to be used.

16. Sanding-polishing lacquered wooden floors.

· Removal of old lacquer from wooden floor using a belt and disk polishing machines.

17. Polishing oiled wooden floors.

· Removal of old oil from wooden floor using a belt and disk polishing machines.

18. Puttying wooden floor.

· Daubing knots and joints of up to 3 mm wide.

19. Staining wooden floor.

· Performed using Bona Decor staining agents of your choice and a disk polishing machine.

20. Priming wooden floor (1 layer).

· Performed using Bona primer of your choice before lacquering with Bona lacquers.

21. Lacquering wooden floor (with intermediary polishing, 1 layer).

· Lacquering wooden floor primed with Bona primers or not primed using Bona lacquers of your choice. 
22. Oiling wooden floor.

· Oiling and polishing wooden floor using a disk polishing machine.

23. Waxing oiled wooden floors.

· Performed using Bona Carl’s HS Wax and a disk polishing machine.

24. Cleaning oiled wooden floors (without polishing).

· Performed using Bona Carl’s Cleaner for oiled floor and a disk polishing machine.

25. Cleaning and impregnating waxed wooden floors.

· Performed using Bona Carl’s Oil Wax and a disk polishing machine.

26. Ageing wooden floor.

· Artificial ageing using metal brushes.

Skirting Assembly Works

27. Installing skirting (A degree of complexity).

· Gluing skirting of up to 7 cm high or screwing them with screws or ClipStar system to walls when they are straight; covering screw holes with Gap Master or plastic caps.

28. Installing skirting (B degree of complexity).

· Gluing solid or veneered skirting over 7 cm high or screwing them with screws or ClipStar system to walls when they are straight; covering screw holes with Gap Master or plastic caps; 
· Gluing solid wood skirting of any height of some profiles or screwing them to walls when they are straight; covering screw holes with wooden caps.

29. Cutting skirting corners and edges.

· Performed when installing solid wood skirting or veneered plinths without plastic corners and edges.

30. Lacquering skirting (2 times).

· Lacquering solid wood skirting with the selected Bona lacquer.

31. Installing plastic skirtings with plastic corners.

· Screwing a skirting with screws to the walls, when they are straight, installing skirting corners and edges with plastic corners. 
Other Works

32. Covering wooden floor with Bona Care.

· Impregnating factory-lacquered wooden floor using a disk polishing machine.

33. Filling the seam with Bona Gap Master.

· Filling seams between wooden floor and other type of floor or plinths with Bona Gap Master and lacquering.

34. Installing thresholds.

· Installing thresholds in the doorway and between rooms and installing metal profiles around convectors.

35. Additional works.

· Repairs of separate parquet parts, installing wooden floor on window sills, cutting around round columns, convectors and floor tiles laid in the round shape, installing plinths along round walls and other non-standard works.

36. Extra payment for works (where the area of the object does not exceed 15 m2)

· Extra payment calculated on all objects whose area does not exceed 15 m2.

37. Extra payment for works (where the area of the object is 15 m2 to 30 m2)

· Extra payment for works calculated on all objects whose area is 15 m2 to 30 m2.

38. Delivery of goods in Lithuania (if the sum of order is less than 87 € VAT inclusive)
· Goods shall be delivered to the entry of a block-of-flats or the ground floor of the house provided that there is road access to the building. 
· When our staff perform laying works, delivery of goods and carrying them inside shall be free of charge:

1) up to any floor where there is a lift in the building and it can accommodate the goods; 
2) up to the second floor where there is no lift in the building or where it cannot accommodate the goods. Delivery to a higher floor shall be calculated as additional works.
39. Goods delivery in Lithuania (if the sum of order is 87 € or bigger, VAT inclusive)
· Goods shall be delivered to the entry of a block-of-flats or the ground floor of the house provided that there is road access to the building. 
· When our staff perform laying works, carrying goods inside shall be free of charge: 
1) up to any floor where there is a lift in the building and it can accommodate the goods; 
2) up to the second floor where there is no lift in the building or where it cannot accommodate the goods. Delivery to a higher floor shall be calculated as additional works.
Prices valid from 2009.10.15
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