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Multilayer Parquet Boards’ Panels (Indonesia, Austria)

	Pattern
	Wood
	Grading
	Coating 
	Dimensions, mm

(thickness, length, width)*
	Price without VAT 

€ /m2
	Price with VAT 

€ /m2

	Villa
	Hevea
	Classic
	finished
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14 x 390 x 390
	54,81
	66,32

	
	Hevea Golden
	Classic
	finished
	
	63,02
	76,25

	
	Oak
	Classic
	finished
	
	66,78
	80,80

	
	Oak Golden
	Active
	oiled
	
	83,54
	101,08

	
	Oak Smoke
	Active
	oiled
	
	83,54
	101,08

	
	Jatoba
	Classic
	finished
	
	71,57
	86,60

	
	Merbau
	Classic
	finished
	
	69,17
	83,70

	
	Palisander
	Classic
	finished
	
	95,50
	115,56

	Imperial
	Oak
	Classic
	finished
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14 x 390 x 390
	100,29
	121,35

	
	Oak Golden
	Active
	oiled
	
	112,26
	135,83

	
	Jatoba
	Classic
	finished
	
	102,69
	124,25

	Royal Star**
	Oak/ Ash/ Walnut
	Classic
	finished
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14 x 390 x 390
	88,32
	106,87

	
	Oak Golden/ Maple/ Merbau
	Classic
	oiled
	
	95,50
	115,56

	
	Jatoba/ Maple/ Oak Golden
	Classic
	finished
	
	93,11
	112,66

	Grand Palais Old Style
	Oak 
	Active
	oiled
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14 x 390 x 390
	83,54
	101,08

	
	Oak 
	Active
	whitened-oiled
	
	83,54
	101,08

	
	Oak Stonewashed
	Active
	oiled
	
	93,11
	112,66

	
	Oak Golden
	Active
	oiled
	
	100,29
	121,35

	
	Oak Silver-grey
	Active
	whitened-oiled
	
	100,29
	121,35

	Klessheim
	Larch brushed
	Active
	oiled
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14 x 390 x 390
	69,17
	83,70

	Concorde 1
	Palisander
	Classic
	finished
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14 x 390 x 390
	95,50
	115,56


* of one element
** 4 elements of the pack compose 1 star, other 4 elements are without star. 
	Pattern
	Wood
	Grading
	Coating 
	Dimensions, mm

(thickness, length, width)*
	Price without VAT 

€ /m2
	Price with VAT 

€ /m2

	Concorde 2 
	Maple/ Cherry
	Classic
	finished
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14 x 390 x 390
	90,72
	109,77

	
	Beech/ Angus
	Classic
	finished
	
	64,39
	77,91

	
	Jatoba/ Wenge exquisite
	Classic
	finished
	
	71,57
	86,60

	Concorde line
	Oak
	-
	finished
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14 x 390 x 390
	83,54
	101,08

	
	Oak Golden
	-
	oiled
	
	100,29
	121,35

	
	Oak Smoke
	-
	oiled
	
	100,29
	121,35

	
	Kempas
	-
	oiled
	
	83,54
	101,08

	
	Merbau
	-
	finished
	
	83,54
	101,08

	Atrium line
	Oak
	-
	finished
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14 x 390 x 390
	83,54
	101,08

	
	Oak Golden
	-
	oiled
	
	100,29
	121,35

	
	Oak Smoke
	-
	oiled
	
	100,29
	121,35

	
	Kempas
	-
	oiled
	
	83,54
	101,08

	
	Merbau
	-
	finished
	
	83,54
	101,08

	Atrium Old Style
	Oak 
	Active
	oiled
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14 x 390 x 390
	81,14
	98,18

	
	Oak Stonewashed
	Active
	oiled
	
	85,93
	103,97

	
	Oak Golden
	Active
	oiled
	
	100,29
	121,35

	
	Oak Silver-grey
	Active
	whitened-oiled
	
	100,29
	121,35


* of one element
· Manufacturer – Teka, Indonesia, in cooperation with Austrian company Rudda.
· Teka gives 25 years guarantee for multilayer parquet boards’ panels Teka Design Parquet.
· Four elements of multilayer parquet boards’ panels (14 x 390 x 390 mm) compile one panel of which dimensions are 14 x 780 x 780 mm. In total there are 8 elements in the pack. 
· Multilayer parquet boards’ panels consist of 3 layers, and the panels are ~14 mm in thickness:
· The upper layer – the hardwood, of which thickness is ~ 3,2 mm;
· The middle layer – plywood, ~ 8 mm in thick;
· The lower layer – the same type of hardwood like for the upper layer, thickness is ~ 3,2 mm.

· The layers of the panels among themselves are stuck together with adhesives produced by international company Casco Adhesives. 
· The treatment of multilayer parquet boards’ panels:
· Old Style series floors – handmade floors with antic look and with bevel;
· Golden – thermically processed wood;
· Smoke – thermically, using ammonia, processed wood;
· Stonewashed – whitely oiled, then handscraped and coated with natural oil;
· Silver-grey - thermically processed and after that whitely oiled wood.

· Coating: 8 coats of German UV lacquer Klumpp or 2 coats of Danish UV oil T.T. WoodCare.
· Floors, excluding beech and kempas, are suitable for laying on the heating floors. 

· Tha panels can be laid in a “floating” way or glued to the substrate. We recommend use Bona S760, Bona R770 or Bona R850 adhesives for gluing panels to the substrate. If there is laying in a “floating” way, Bona D700 adhesives can be used for gluing tongue and groove.
TEKA Trinity three-layer parquet boards 
	Wood
	Grading
	Coating 
	Dimensions, mm

(thickness, length, width)*
	Price without VAT 

€ /m2
	Price with VAT 

€ /m2

	Oak 
	Sanded, with bevel
	Active
	uncoated
	18 x 2500 x 200–300
	83,54
	101,08

	Oak 
	Handscraped, wit bevel 
	Active
	uncoated
	
	93,11
	112,66


· Manufacturer – Teka, Indonesia.
· Teka gives 25 years guarantee for three-layer parquet boards Teka Trinity. 

· Parquet boards are 18 mm in thick, are made of 3 layers of oak wood, and the thickness of each layer is 6 mm.
· The layers of the parquet boards among themselves are stuck together with adhesives produced by international company Casco Adhesives. 
· Floors are suitable for laying on the heating subfloor.

· Can be laid in a “floating” way or glued to the substrate. We recommend use Bona S760, Bona R770 or Bona R850 adhesives for gluing boards to the substrate. If there is laying in a “floating” way, Bona D700 adhesives can be used for gluing tongue and groove.
Prices valid from 2009.09.04
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